ABS WINDOW ACTUATOR
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C€

Most type
of windows

Energy
Saving

#- Great resolution for automatic natural ventilation or Stroke length
smoke ventilation.

= Build in limit switch, make all actuators work in the
exactly same length and speed.

#- Precision-machined gear increase the strength and

Min. mounting dimension
Max. dynamic load
Max. static load

Speedy

Weather '

Resistance

50to 400 mm/ 2" to 16”
L+230 mm/L+9”
800N/ 80 kgs/ 180 lbs
1470N/ 150 kgs/ 330 lbs

) durability. Operation volt./ Current DC 24V or DC 12V /0.6A
i |P54 rated, good weather resistance for outdooruse.  Iravel speed 15 mm/sec (0.6"/sec)
Great water resistant and against dust. Prolong the life of ~ Duty cycle 20%
products. (IP66 is optional) e Planetary gear motor
RS Easily adjusting and mpuntingf it's easy to adjust the Operation condition 26~65°C/-14.8~149°F
opening range of your window with our handle. :
’ . ) Standard color Light grey
% Can be synchronized with variety sensors, such as :
. T IP rating IP 54
temperature, rain, humidity, smoke sensors, etc. '
# Inline design, compact size and elegant design. NO'SE'IGVGI b dB_ .
# Ourlinear actuators commonly been used as automatic Materials Ancdised aluminum
window opener. Remote control Optional
U <~ ~
Synchronized .
Product ItNem Actuators Transformer Opeliatlon Sensor RemtotT e =it
2 (with KST-AO1 series) valegs CETER ISR
ring-type transformer LLiR . I
KST-B14 6 pcs ah or support optional built-in
220VA
ring-type transformer Lo : g
KST-B18 12 pcs aA or support optional built-in
220VA
El transformer LLOVA not L
KST-B21 2 pcs 30 or S built-in no
220VA PP
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CHAIN ACTUATOR / SPINDLE ACTUATOR

CHAIN ACTUATOR

Househol

| .

Quiet

Stroke length

Max. dynamic load
Max. static load
Operation volt./ Current
Travel speed
Operation condition
Standard color

IP rating

Noise level
Materials

Remote control

50to 400 mm/2” to 16”

400N/ 40 kgs/ 88 Ibs
600N/ 61 kgs/ 135 lbs
AC 220V/0.3A or DC 24V/1.6A

600N/ 61 kgs/ 135 lbs
600N/ 61 kgs/ 135 lbs

AC 220V/0.6A or DC 24V/1.6A

10 mm/sec (0.4”/sec)

-26~75°

Lig
I

C/-4~167°F
ht grey
P32

38dB

Aluminum,

stainless steel

Optional

SPINDLE ACTUATOR

Weather
Res|stance

Green
House

, Heavy ,
Skylight Duty

Stroke length

Max. dynamic load

Max. static load
Operation volt./ Current
Travel speed

Operation condition
Standard color

IP rating

Noise level

Materials

Remote control

50 to 1,000 mm/ 2" to 40”

600N/ 61 kgs/ 135 lbs
900N/ 92 kgs/ 202 Ibs
AC 220V/0.3A or DC 24V/1.2A

1,200N/ 122 kgs/ 270 lbs
2,000N/ 204 kgs/ 450 lbs
AC 220V/0.6A or DC 24V/1.6A

C € WoHs

2002/95/EC

10 mm/sec (0.4”/sec)
26~75°C/-4~167°F
Light grey
IP 65
38dB
Anodised aluminum, stainless steel
Optional
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=) Suitable For Following Window Types

%—5 Commercial Buildings Heathcare Center

Green House Gym A |
. Restaurant . Educational Buildings —9 {,
i > ._.

QFactory | Warehouse Households




BUILDING PRODUCTS

ABS Building Products Pte Ltd . #06-09 Orion@PayaLebar . 160 Paya Lebar Road . Singapore 409022 . MacPherson MRT exitA . T: 65-6841 7600 Ext 200 . F: 6841 7300 , & 9248 7647/ 8322 0647
ABS Hings Building Products Pte Ltd . #06-09 Orion@PayaLebar . 160 Paya Lebar Road . Singapore 409022 . MacPherson MRT exitA. T:65-6841 7600 Ext.200. F:68417300. £/:9424 3330
ABS Building Products Co Ltd. Unit 1001B . B 10/F . Join-In Hang Sing Centre . 71-75 Container Port Road . 2-16 Kwai Chung Crescent . Kwai Chung . ( Kwai Fong MRT Exit C ) . Hong Kong.

Hong Kong.&: 852-3904 3613 . F: 3579 3088

ABS Building Products Sdn Bhd. No 18-2 Jalan Tasik Utama 7. Medan Niaga. Tasik Damai. Sungai besides— 57000 Kuala Lumpur Malaysia. &: 60-12389 0833
ABS Shanghai Representative Office . No. 619 . Building 5. WANDA Plaza . 988 Hua Jiang Road . Shanghai . 201800 China . 4 +86 -137 7445 4451

enquiry@absbldg.com (Bl www.absbuildingproduct.com W www.absbldg.com
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